
SKYLINE POLE ASSEMBLY INSTRUCTIONS

Step 1 - Attach base stem to base plate
or rubber foot (note: connection is loose 
until under compression)

Step 2 - Slide bottom pole over base stem

Step 3 - Insert top pole into bottom pole.
Adjust height and tighten clamp.

Step 4 - Insert top pole into bottom 
of ceiling adapter (note: connection 
is loose until under compression)

Step 6 - Attach universal pole clamps. 
Open clamp by loosening quick release 
handle and lifting the bolt up and out of 
the groove. Wrap clamp around top pole 
and re-tighten quick release handle. 
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Step 5 - Attach wall mount brackets 
by inserting one end of bracket stem into 
universal clamp and the other into the 
wall mount bracket. Use set screws to tighten 
connection. (note: add shelves or hang bar 
to determine distance between poles before 
attaching to wall)  

Step 7 - Attach hang bar to universal clamps 
by inserting stems into universal clamps. 
Use set screws to tighten connection.
Measure from center of clamp to center of clamp 
to determine center to center distance of the poles.
Then wrap clamps around pole and tighten quick
release handle.

Step 8 - Screw shelf brackets to shelf, attach 
brackets to universal clamps by inserting stems 
into universal clamps. Use set screws to tighten 
connection. Measure from center of clamp to center 
of clamp to determine center to center distance of 
the poles. Then wrap clamps around pole 
and tighten quick release handle.

Step 9 - Attach panel clip by inserting bracket 
stem into universal clamp. Use set screws to 
tighten connection. Add accessory shelf and use 
set screws to tighten connection.

Step 10 - Attach spring clamp by inserting clamp 
stem into universal clamp. Use set screws to 
tighten connection.

Step 11 - Attach sign holder to universal clamps by 
inserting sign holder stems into universal clamps. 
Use set screws to tighten connection.
Then wrap clamps around pole and tighten quick
release handle.

Step 12 - Attach banner rod by inserting rod stem 
into universal clamp. Adjust distance between 
rods to accommodate signage. 
Use set screws to tighten connection.
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